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KEEP OUT OF REACH OF CHILDREN
Do not handle until all safety precautions have been 
read and understood.   Use eye, face, and rubber 
glove protection when handling these contents.  Do 
not store at temperatures above 120ºF.  Do not allow 
to freeze.  See side panel for additional precautions.

Consult S.D.S. for additional safety information. 
For Medical Emergency Information call 1-800-535-5053.

1900 Dickinson Road 
DePere, WI 54115

920-337-0109
www.hydrocleanequipment.com

• Biodegradable
• Formula Approved by USDA

PRODUCT DESCRIPTION:
Panel Brite Plus is designed to clean  the inside and 
outside of over the road tractors, trailers and other type 
commercial vehicles.  It will clean and brighten aluminum 
surfaces as well as painted surfaces without damage when used 
as directed.  This product will remove carbon stack stain and 
magnetic road film from trailers without brushing.   It is designed 
for heavy duty cleaning such as drive through truck washes.  
Panel Brite Plus will work in cold water as well as hot water, 
and rinse free at any temperature.

DIRECTIONS FOR USE:
For use in hot pressure washers, apply to the surface at the 
rate of 1 part cleaner to 100 parts water.  For use in cold pressure 
washers and cold water drive through truck wash systems use 
at the rate of 1 part cleaner to 50 parts water.  When cleaning 
with pressure washers, always apply cleaning solutions from the 
bottom up on a dry surface.  Always detail clean from the 
bottom up and rinse from the top down.  

DO NOT USE ON POLISHED OR ANODIZED ALUMINUM.  DO 
NOT USE ON ANY ALUMINUM OR PAINTED SURFACES 
AT CONCENTRATIONS OF LESS THAN 1:40.  Do not allow to 
dry on surfaces, always rinse thoroughly.  All products should be tested 
in an inconspicuous area.

UN3266 
 Corrosive liquid, basic, inorganic n.o.s.

(Sodium Hydroxide), 8, PGII

 Panel Brite Plus

 High Power Degreaser 
Foaming Detergent




